
lipasan©F is an environmentally neutral, 
microbiological product designed to minimize 
the formation of grease deposits in wastewater 
pipes. 

Existing grease deposits are biologically bro-
ken down. Localized unpleasant odors do not 
occur, and recommended use ensures compli-
ance with limit values for lipophilic substances

8 Benefits of lipasan©F

•	 No grease build-up
•	 Protects pipes and installations
•	 Prevents unpleasant odor formation
•	 Environmentally neutral and sustainable
•	 Penetrates deep into deposits
•	 Continuous action
•	 Cost-saving
•	 Easy handling
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MODE OF ACTION
The microorganisms used in lipasan® F oc-
cur naturally in the environment and are not 
genetically modified. They were selected for 
targeted use in wastewater systems due to their 
exceptionally high grease-degrading activity. 
The resulting breakdown products are 100% 
biodegradable and, unlike grease, cannot form 
new deposits.

EASY APPLICATION  
– READY-TO-USE
This microbial culture is very user-friendly. It is 
supplied as a ready-to-use component, allow-
ing direct manual dosing on site. lipasan® F 
can also be introduced fully automatically into 
the system via a dosing unit.

ENERGY BALANCE  
– ENVIRONMENTALLY NEUTRAL AND 
RESOURCE-EFFICIENT
After adding lipasan® F, breakdown prod-
ucts are generated that are easily available 
for further biological degradation processes. 
Any oil phases that form remain fluid, can be 
easily extracted, and returned for further use. 
Power consumption for wastewater pumps and 
lifting stations is reduced, system reliability is 

increased, and cleaning effort for wastewater 
systems is minimized. Fatty acids and oils can 
be easily separated and utilized further, e.g., 
for biogas production through co-digestion.

PACKAGING  
– ECO-FRIENDLY BAG-IN-BOX
lipasan® F is supplied in 5 L and 10 L Bag-
in-Box containers, offering ideal conditions 
for storage, transport, and sales. This packag-
ing solution is sustainable due to its low CO₂ 
footprint and reduced waste volume. The inner 
plastic bag is recyclable, and the corrugated 
cardboard outer box protects against mechani-
cal damage and light exposure.

STORAGE
lipasan® F must be stored in a dry place at 
temperatures between +5°C and +12°C. Shelf 
life is up to 6 months. Application is possible 
between +5°C and +30°C without impairing 
microbial activity.

DOSAGE
Dilution ratio 1:10 to 1:15. The suspension is 
dosed manually or via a dosing pump during 
system idle periods into the affected drains.

KEY DIFFERENCE COMPARED TO  
CONVENTIONAL GREASE REMOVERS

lipasan® F contains no surfactants that merely 
make grease temporarily soluble in water and 
later cause redeposition at exposed points. 
Costly mechanical and chemical pipe cleaning 
becomes unnecessary with the use of lipasan® F.
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